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Figure 2-9

Please refer to the following sheet for more information.

Serial Number Function
1 Play
2 Backward
3 Stop
4 Slow play
5 Fast play
6 Previous frame
7 Next frame
8 Volume
9 Previous file
10 Next channel
11 Next file
12 Previous channel
13 Search
14 Backup

2.3.5 Basic Operation
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2.3.5.1 Playback

There are various search modes: video type, channel number or time. The
system can max display 128 files in one screen. You can use page up/down button
to view if there are more than one page.

Select the file name and double click mouse (or click enter button), you can
view file content.

2.3.5.2 Accurate p

layback

Input time (h/m/s) in the time column and then click playback button, system
can operate accurate playback.
2.3.5.3 Synchronized playback function when playback
During playback process, click numeral key, system can switch to the corres—

ponding channel v

ideo of the same time.

2.3.5.4 Digital zoom
When the system is in full-screen playback mode, drag your mouse in the

screen to select a section and then left click mouse to realize digital zoom. You
can right click mouse to exit.
2.3.5.5 File backup
System supports backup operation during search. You can draw a \/ before file
name (multiple choices). Then click backup button (Button 14 in Figure 2-10).
2.3.5.6 Slow playback and fast playback
Please refer to the following sheet for slow play and fast playback function.

Button

Illustration

Remarks

Fast play button w»

In playback mode, click this button to switch
between various fast play modes such as fast
play 1,fast play 2 and more.(Fast play 1 means
fast play level 1 or not about speed)

Slow play button »
(Or you can turn the
outer ring counter
clockwise.)

In playback mode, click this button to switch
between various slow play modes such as
slow play 1 or slow play 2.

Frame rate may vary
due to different
versions.

Play/Pause il

In slow playback mode, click this button to
switch between play/pause modes.

Previous/next

In playback mode, you can click |4 and »l to
view previous or next video in current channel.

2.3.5.7 Fast forwal

rd/fast backward and frame by frame playback

Special Functions
of Shuttle and Jog

Illustration

Remarks

Fast forward(outer
ring clockwise)

When playback, turn the shuttle (outer ring)
clockwise one round: you can view in fast level 1
Turn it two rounds you get fast level 2. You
can continue turning to get different speed.

Fast backward(outer
ring counter clockwise)

When playback, turn the shuttle (outer ring)
counter clock—wise one round, you can view
in backward level 1. Turn it two rounds, you
get backward level 2. You can continue turning
to get different speed.

In forward or backward
mode, double click

Pause/Play button to
get normal playback.

Frame rate may
vary due to different
version.

Manual playback
frame by frame

In playback mode, click play/pause button,

slowly turn the jog (inner dial) clock-wise to
view frame by frame, counter clock wise to

view | frame playback.
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2.4
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2.3.5.8 Backward playback and frame by frame playback

Button Illustration Remarks

In normal playback mode, left click backward
Backward play I« play button, system begins backward playback.
in playback interface| Double click backward play button again, backward play or
system goes to pause mode. frame by frame

When system is in

playback mode, you
Click pause button in normal playback mode, | can click play button
Manual playback slowly turn the jog (inner dial) clock—-wise to to go to normal
frame by frame. view frame by frame, counter clock wise to playback.

view | frame playback.

N
All the operations here (such as playback speed, channel, time and progress)

Note have relationship with hardware version. Some series DVRs do not support

some functions or playback speeds.

Network Setup
Here is for you to input network information. See Figure 2-11.

o |P address: Here you can input IP address.

° DHCP: It is auto search IP function. When enable DHCP function, you can not
modify IP/Subnet mask /Gateway. These values are from DHCP function. If you
have not enabled DHCP function, IP/Subnet mask/Gateway display as o. You
need to disable DHCP function to view current IP information. Besides, when

° PPPoE is operating, you can not modify IP/Subnet mask /Gateway.

° TCP port: Default value is 37777. (System server port 37778 is reserved for
network UDP use.)

¢ UDP port: Default value is 37778.

o HTTP port: Default value is 80.

» Max connection: system support maximal 10 users. 0 means there is no connection
limit.

« Transfer mode: Here you can select the priority between fluency/video qualities.

= Network download: System can process the downloaded data first if you enable
this function.

After completing all the setups please click save button, system goes back
to the previous menu.

By NETWORK X

1
IMax Connection [0
Transler Mode  [Fiuency B
Network Dov/nload

IPFILTER Trusted Sites:0

NTP 0.0.0.0:10

MULTICAST 238.255.42.42
~ PPPOE usemame

Default Cancel

Figure 2-11

2.4.1.1 Advanced Setup
Advanced setup interface is shown as in Figure 2—12. Please draw a circle to enable
corresponding function and then double click current item to go to setup interface.

IP FILTER ed Sites:0
NTP 0

MULTICAST
-~ PPPOE

Figure 2-12

2.5 Pan/Tilt/Zoom

2.5.1 PTZ setup

The pantftilt/zoom setup includes the following items. Please select channel first.
See Figure 2-13.
° Protocol: select corresponding PTZ protocol such as PELCOD.
° Address: input corresponding PTZ address.
° Baud rate: select baud rate.
° Data bit: select data bit.
° Stop bit: select stop bit.
° Parity: there are three choices: none/odd/even.
After completing all the setups please click save button, system goes back to the
previous menu.

PANTILT/ZO0OM

1
PELCOD
1
115200

Copy Paste Dafauit

Figure 2-13

After completing all the setups please click save button.

2.5.2 PTZ operation

In one window display mode, right click mouse (click “Fn” Button in the front
panel or click “Fn” key in the remote control). The interface is shown as in Figure
2-14.

19



Standalone DVR | Quick start Guide

lor Setting

Search
Record
Alarm Output
Alarm Input

I nu

Figure 2-14

Click Pan/Tilt/Zoom, the interface is shown as below. See Figure 2—15.
Here you can set the following items:

¢ Step: value ranges fro 1 to 8.

e Zoom

° Focus

o Iris

Click icon [& and [&g to adjust zoom, focus and iris

PAMN/TILT/ZCOM

Zoom
Focus
Iris

Set

Ptz Trace

Page Switch

Figure 2-15

In Figure 2-16, please click direction arrows (See Figure 2-15) to adjust PTZ
position. There are total 8 direction arrows.

Figure 2-16

2.5.3 3D Intelligent Positioning Key
In the middle of the eight direction arrows, there is a 3D intelligent
positioning key. See Figure 2-17.
Click this key, system goes back to the single screen mode. Drag the

mouse in the screen to adjust section size. It can realize PTZ automatically.

Figure 2-17
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Here is a sheet for you reference.

Function . Shortcut | Function . Shortcut
key function key key function | ey

Zoom H Near 4 u Far »
Focus H Near < Eﬂ Far >
Iris H close ¢ @ Open >

You can click set button in Figure 2—15 to set preset, tour, and pattern.

Name

3 Web Client Operation

There might be slightly difference in the interface due to different series.

3.1 Network Connection
Before web client operation, please check the following items:

° Network connection is right

¢ DVR and PC network setup is right. Please refer to network setup(main menu->
setting—>network)

e Use command ping ***.*** *** ***(* DVR IP address) to check connection is OK or
not. Usually the return TTL value should be less than 255.

¢ System is compatible with WIN VISTA web control right now. But you need to
disable user account control function. Double click user account and then disable
user account control. After completing setup, please reboot the PC.

e System can automatically download latest web control and the new version can
overwrite the previous one.

¢ |f you want to un—install the web control, please go to start and then click run button,
input regsvr32 —u Web Rec. ocx in the pop up dialogue box or run uninstall web.bat
to un—install. Please note, before you un-install, please close all web page, otherwise
the un—installation might result in error.

3.2 Login

Open IE and input DVR address in the address column. For example, if your DVR
IPis 10.10.3.16, then please input http:// 10.10.3.16 in |IE address column. See
Figure 3-1
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Figure 3-1

System pops up warning information to ask you whether install webrec.cab
control or not. Please click yes button.

If you can't download the ActiveX file, please modify your settings as follows.
See Figure 3-2.

Internet Options [?]x] q . =l
Al = Security Settings - Internet Zone [X]
General | S=aurity  privacy | Conzent | Connections | Progrars | acvanced|
Settings
Salect & 26 20 visw of changs secuky sedtings, 'g :‘f:: &
= 3
0 .Q . v,’ & ¥ onload signed Active contrals (ot sscure)
m O Disable
- Inkzet = Lacal inzranst ] Trusted :\K;S‘ | I% Enable (mt ﬂl’!) [l
 Intemet = O Prompt (recommended)
= e Sites @ Download unsigned ActiveX controls (not secure)
< o0 i« For Tokemat wehs bes, -
0 oxzopt those listed inbr sted ard O Dissbls (recommended)
restricted zones. ® Enable (not sccurc)
© Frompt
Security [evel for tis zone ¥ mialize and scnpt Activex conzrols not marked as safe for s
Allowed levels For ths zone: Medim t3 Hgh ©) Disable (recommended)
[ Medumtigh %) Enable (not secure)
[y - Poprapriate For mes: websites O prompt
‘T' - Prompts before dowrloading patentialy Lnsafe 4] un Activext controls and plug-ns
conterk: fa W — )
- Linsigned Activei zontrals will not be downloaded <l I E
*Takes effect after you restart Internet Explorer
Default el Reset cstam settings
Beset 10! [ Mediumhigh (defaul) v o[ reser. |
esel all onies L defaul el
(o J[ comes J[ oy ]
Figure 3-2

After installation, the interface is shown as below. See Figure 3-3.
Please input your user name and password.
Default factory name is admin and password is admin.
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[ Note For security reasons, please modify your password after you first login. j

/2 wisservice - Windows Internet Explorer,

G0 - 21 w03 ¥ (][] [ 2L
| | - B & e - Gros - @

Eone i @ wtenet Hiiw -

Figure 3-3

3.3 Main Window

After you logged in, you can see the main window. See Figure 3-6.
This main window can be divided into the following sections.
@ Section 1: there are five function buttons: configuration, search, alarm, about,
log out.
¢ Section 2: there are channel number and two function buttons: start dialog and
local play.
¢ Section3: there are PTZ, color button and you can also select picture path and
record path.
= Section 4:real-time monitor window. Please note current preview window is
circled by a green rectangle zone.
@ Section 5: Here you can view window switch button. You can also select video
priority between fluency or real-time.
% System monitor window switch supports full screen/1-window/4—window/
6-window/8—-window/9-window/13-window/16—window/20-window/25-window/
36-window. See Figure 3-4.

O H HEEEEE

Figure 3-4
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Preview window switch. System support 1/4/8/9/16—window real-time
preview. Please you need to have the proper rights to implement preview
operation. You can not preview if you have no right to preview the either channel.
See Figure 3-5.

O+H-H«EH- 8-

Figure 3-5

e e ection3

Figure 3-6

For security reason, only the user of high—level can shut down the DVR.
Note Do remember logging out the system in case there is vicious operation
under your name!

For detailed operation introduction, please refer to our resource
CD included in your package for electronic version of the user's
manual.

Slight difference may be found in user interface.

All the designs and software here are subject to change without
prior written notice.

Please visit our website for more information.
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